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S A D O W S K Y T E L E C O N T R O L S

The Sadowsky preamp is controlled by the mini-toggle switch located between the volume and tone
control. This is a 3-way switch with the following settings:

Bypass / mid boost / mid boost + gain boost.

Bypass is a “total” bypass. It is equivalent to the guitar not having any preamp at all.

The amount of mid boost and gain boost can be adjusted on trim pots located on the circuit board.
You can access the circuit board by opening up the control cavity. The mid boost trim is located on
the long end of the circuit board. The gain boost trim is located on the short end of the circuit board.

The more you boost the mid control, the “fatter and thicker” the sound will be. We set the gain boost
for “cutting through” on solos. You can use higher gain to overdrive the input of your tube amp for a
nice “crunch” distortion.

We encourage you to try the preamp whenever you go through any pedals or effects. You will be
surprised at how much better your pedals sound with an active output from your guitar.

The circuit in this guitar is of professional quality and
designed for the least amount of noise. The premium
chip in the circuit has a battery life rated at 1000 hours.
Depending on use, this can mean battery life of over
one year. Please note that the battery is being drained
whenever the guitar is plugged in, regardless of the
mini-switch setting.
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VOLUME TONE

MINI-TOGGLE SWITCH
Up: Bypass (Passive Mode)

Middle: Midrange Boost (active mode)
Down: Midrange Boost + Gain


